





PRODUCT FEATURE

1.Imported plastic materials refined, not easy to overheating deformation.

2. Cold and heat wind is set, any choice,

3. Handle with micro switch button to set, lift the handle and electricity work,
loose the power button is stop working.

. Mute design, beautiful and delicate, especially energy saving.

. Dual power protection, prevent overheating.

. Strong hanging safety support, strong and durable.

. With 110V, 220Vneed shaver socket.

. common model,

PRODUCT ASSEMBLY DEFINITION
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1. RAM 6. Screw hole 1. RAM 5. The razor socket
2. Micro power switch 7. Bottom case 2. Micro power switch g _After the shell
3. Cold/heat cotton 8. Powerline 3. Toggle switch 7.Common model
4. Springline 9. Shaver socket 4. Springline

5. Total power switch 10, Common model

THE SPECIFICATION

Rated power 1220W-1400W

Rated frequency 50Hz

Voltage 220V~

Protection electric shock | [O]
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INSTALLATION METHOD

HOOK INSTALLATION STEP ONE

Take with the hook on the installation
position, marked, so that the drill
mounting holes.

HOOK INSTALLATION STEP TWO

Installed electric drill in the position
drill hole, and make into random
attached to the piston

HOOK INSTALLATION STEP THREE

Tighten with screw hook on the
installation location

HOOK INSTALLATION STEP FOUR

Machine foundation jockey for
position aimed at hook wall-
mounted, make machine and
hook fix

HOOK INSTALLATION STEP FIVE

Fixed well the machine with screws
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